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CIRCUIT NOTE:
CIRCUIT IDENTIFICATION IS
PANEL# — CIRCUIT #

ELECTRICAL LEGEND

= 100A, 150A, 200A SINGLE PHASE BREAKER PANEL W/1-1/2
o |

CONDUIT SERVICE ENTRANCE THRU FLOOR

2X4 FOUR-TUBE GRID MOUNTED FLUORESCENT LIGHT W/T—8 LAMPS
& SINGLE BALLASTS #2GR8—432A—120V

SINGLE POLE TOGGLE SWITCHES UP 44" AF.F. (U.O.N.) (DUAL
SWITCHED PER 2006 INTERNATIONAL ENERGY CONSERVATION CODE)

13W FLUORESCENT LIGHT (825 LUMENS) W/BATTERY BACKUP
EMERGENCY FEATURE, UP 84" AF.F., PHOTO—CELL CONTROLLED,
#30S-CP—HB-13PL-NPF-120-EM-LP

COMBINATION DUAL HEAD EMERG./SINGLE FACED EXIT LIGHT
W/BATTERY BACKUP, AP70RWHDH

DUAL HEAD EMERGENCY W/BATTERY BACKUP, AP70RWHDH
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150 CFM EXHAUST FAN
15A. DUPLEX RECEPTACLE, 110V. UP 18" AF.F. (U.ON.)
15A. HEAT TAPE RECEPTACLE, 110V.

JUNCTION BOX PER PLAN

DATA/COMMUNICATION ROUGH—IN W/SINGLE GANG BOX UP 18" AFF.
& 1/2” PLASTIC CONDUIT TO ABOVE CEILING (EQUIPMENT ON SITE
BY OTHERS)

PULL STATION ROUGH-IN W/SINGLE GANG BOX UP 44" AFF, (1)
1/2" PLASTIC CONDUIT TO ABOVE CEILING (EQUIPMENT ON SITE BY
OTHERS)

CEILING MOUNTED SMOKE DETECTOR (EQUIPMENT ON SITE BY OTHERS)
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CEILING MOUNTED STROBE LIGHT (EQUIPMENT ON SITE BY OTHERS)

_,_,
5
3

FIRE ALARM CONTROL PANEL (EQUIPMENT ON SITE BY OTHERS)
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CEILING MOUNTED SPEAKER/STROBE (EQUIPMENT ON SITE BY OTHERS)

ELECTRICAL:

1. ALL RECEPTACLES TO BE GROUNDED TYPE.

2. ALL WIRING TO BE PER 2005 N.E.C., W/TYPE ROMEX OR MC WHERE
EXPOSED ABOVE GRID CEILING (COPPER) W/GROUND CONDUCTOR.

3. MAIN PANEL TO BE MARKED "SUITABLE FOR USE AS SERVICE EQUIPMENT”,
AND BE EQUIPPED WITH BREAKER/FUSE TYPE OVER CURRENT PROTECTION.

4. PROPER THERMAL OVERLOAD PROTECTION TO BE PROVIDED FOR ALL MOTORS.
5. DISCONNECTING MEANS WITHIN SIGHT REQUIRED FOR ALL MOTORS.

6. WEATHERPROOF PROTECTION REQUIRED FOR ALL OUTDOOR LIGHTS,
RECEPTACLES AND DISCONNECTS.

7. PROPER WORKING CLEARANCES TO BE PROVIDED AND MAINTAINED ABOUT
ALL ELECTRICAL EQUIPMENT.

8. ALL FLUORESCENT FIXTURES REQUIRE THERMAL PROTECTION AND PROPER
CLEARANCES FROM INSULATION, ALSO APPLICABLE FOR INCANDESCENT
FIXTURES.

9. COMBINATION EXHAUST FAN/LIGHT AND ALL RECESSED INCANDESCENT
FIXTURES TO BE WITH THERMAL PROTECTION.

10. EXIT LIGHTS (IF ELECTRIC) MUST BE FED FROM AN APPROVED EMERGENCY
SERVICE CONNECTED AHEAD OF, BUT NOT WITHIN MAIN SERVICE DISCONNECTING
MEANS ENCLOSURE, AND INSTALLED AS PER SERVICE REQUIREMENTS, OR BE
BATTERY BACKUP TYPE UNITS.

11. SERVICE CONDUCTORS LOCATED WITHIN THE PERIMETER OF THE BUILDING
SHALL BE INSTALLED IN ACCORDANCE WITH ARTICLE 230.06, 2005 N.E.C.

12. EXTERIOR LIGHTS ARE TO BE PHOTO-CELL CONTROLLED AND BI-LEVEL
SWITCHING OF INTERIOR LIGHTS IN ACCORDANCE WITH INTERNATIONAL ENERGY
CONSERVATION CODE.
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